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where is the maximum speed at which any vehicle may
move.

The process of figuring out proper widths based on traffic
HOW proper zones may be roughly illustrated as follows. First comes
wSths can *he question as to whether street cars are to use the street,
be figured ^ double-track car line, with due clearance space; requires
twenty feet. This calls for a special zone in the centre of
the street. In highways that were laid out before the
advent of the trolley there is no way of avoiding the use of
the street car's zone by ordinary vehicles as well, but in a
properly designed street it should rarely be necessary for
vehicles to encroach upon a trolley right-of-way. In the
second place, there should be one or more zones of vehicle
traffic on each side of the car tracks. One such zone on
either side adds sixteen feet (eight feet for each zone), thus '
requiring a street thirty-six feet in width from curb to
curb.1 Add to this, in the third place, the sidewalk on
either side for pedestrians (say nine feet for each sidewalk),
and the total is fifty-four feet as the minimum for a street
bearing two lines of track. With a single track forty-four
feet would be the minimum. Sixteen additional feet must
always be added for every additional zone of vehicle traffic
(eight feet on each side of the street), and the sidewalk
allowance must also be increased in keeping with the amount
of foot traffic. The principles may perhaps be more clearly
summarized as follows: from curb to curb the street width
should be determined in multiples of sixteen feet, with the
addition of seven feet for each line of standing vehicles and
ten feet for each Ifoe of car tracks; add to this the width of
the sidewalks, including gutter space and strips for shade
trees as may be desired, and the total will give the width of

Vehicles standing at the curb ordinarily occupy a zone of about
seven feet. Backed against the curb while loading or unloading they
take about twice as much space. On retail business streets it may
be prudent to allow for two zones of vehicles standing sidewise, and
on wholesale business streets for two zones of trucks backed to the
curb*